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Rear Trailing Arm Bush Kit 
Vauxhall/Opel
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Rear suspension trailing arm bush replacement kit.
• Applications: Vauxhall Opel Combo Van (from 2012),

Fiat Doblo Van (from 2010).
• Designed for use on the vehicle, saving time.
• Fiat bush number: OEM 51944158, 51944164, 5190336.

Our products are designed to be used correctly and with care for the purpose for which they are intended. 
No liability is accepted by the Tool Connection for incorrect use of any of our products, and the Tool 
Connection cannot be held responsible for any damage to personnel, property or equipment when using 
the tools. Incorrect use will also invalidate the warranty.

If applicable, the applications database and any instructional information provided has been designed 
to offer general guidance for a particular tool’s use and while all attention is given to the accuracy of the 
data no project should be attempted without referring first to the manufacturer’s technical documentation 
(workshop or instruction manual) or the use of a recognised authority such as Autodata.

It is our policy to continually improve our products and thus we reserve the right to alter specifications and 
components without prior notice. It is the responsibility of the user to ensure the suitability of the tools and 
information prior to their use.

If this product fails through faulty materials or workmanship, contact our 
service department direct on: +44 (0) 1926 818186. Normal wear and tear 
are excluded as are consumable items and abuse.

Guarantee
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The following instructions are for guidance only. Please refer to 
OEM derived data such as the vehicles manufactures own data or 
Autodata.
The use of this Bush Fitting Tool Set is purely down to the 
user’s discretion and The Tool Connection Ltd. cannot be held 
responsible for any damage caused whatsoever.

Ref Description
A Force Screw Assembly 
B Press Frame Top Plate
C Press Frame Support Bars x2 (Long)
D Press Frame Support Bars x2 

(extensions)
E Press Frame Bottom Plate
F Press Cup (Long)
G Receiver Cup (Fitting only)
H Press Frame Nuts x4
I Press Frame Washers x4

Contents Instructions for use - Insertion
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1. Stage 1. Transfer marking from old bush to new bush. Assemble the tool and bush as shown in figure 4 (do not use  
 component (G) at this point).

2. Push the bush until the bush main body is level with the outer face of the arm and stop.

3. Stage 2. Loosen the force screw and insert component (G) as shown in figure 5 and then complete bush fitting.  
 NOTE: as soon as bush contact component (G) STOP. Excessive force will deform the new bush.

NOTE: Refer to vehicle manufacturer’s instructions for vehicle/engine specific data.
Thoroughly clean the area around the bush to be removed. Soak in release agent and mark the alignment of the 
old bush to ensure the new bush fits back in to the correct position.

Instructions for use - Extraction

NOTE: the cutaway in press cup F is required to accommodate the off centre metal mounting brackets of the 
bush – position F accordingly.

3. Tighten all nuts and support bars fully  
 before proceeding. DO NOT use  
 component (G). Mark the position (X) of  
 the old bush to ensure that the new  
 bush is inserted in the same position.  
 Ensure that the force screw (A) is clean  
 and well lubricated with Molybdenum  
 Disulphide grease. Push the old bush out  
 using a spanner or ratchet.
 DO NOT USE AIR TOOLS
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Instructions for use: 
NOTE: Refer to vehicle manufacturer’s instructions for vehicle/engine specific data. 
Thoroughly clean the area around the bush to be removed. Soak in release agent and mark 
the alignment of the old bush to ensure the new bush fits back in to the correct position. 
 
Extraction:  

1. Extraction and insertion must be done in the direction shown in figure 1. 

 
NOTE: the cutaway in press cup F is required to accommodate the off centre metal 
mounting brackets of the bush – position F accordingly.  

 
2. Assemble components A, B, C, D, E, F, H & I as shown in figure 3. The force screw is 

designed to screw in hex drive first (Figure 2).  
 

3. Tighten all nuts and support bars fully before proceeding. DO NOT use component (G). 
Mark the position (X) of the old bush to ensure that the new bush is inserted in the same 
position. Ensure that the force screw (A) is clean and well lubricated with Molybdenum 
Disulphide grease. Push the old bush out using a spanner or ratchet. DO NOT USE AIR 
TOOLS 

 
  

2. Assemble components A, B, C, D, E, F, H  
 & I as shown in figure 3. The force screw  
 is designed to screw in hex drive first  
 (figure 2).

1. Extraction and insertion   
 must be done in the 
 direction shown in figure 1.




